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 ABSTRACT   
The use of an optical fibre long period grating (LPG) as a soil moisture sensor is reported. Characterization of the device 
in both clay and sandy soils revealed a sensitivity to moisture levels in the range 10-50%, and the results were compared 
with the output from a Theta probe, the standard soil moisture sensor, which measures the impedance of the soil.  
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1. INTRODUCTION  
The measurement of soil moisture content is essential in agriculture and for the planning and management of buried 
assets1. Currently available soil moisture measurement devices are restricted to observations recorded at discrete 
locations2. There is a need for new technology to facilitate the development of a holistic approach, able to analyse a large 
area concurrently. For example, this might include the detection of leakages along a water pipeline network, or in 
applications such as agricultural field management and agronomic irrigation scheduling. Optical fiber sensors have the 
potential to address this; providing a relatively inexpensive solution which can detect water over both multiple locations 
and great distances. Such a device should be capable of detecting a range of moisture levels in a variety of soil types and 
ground conditions.  
 
The sensitivity of an optical fiber long period grating (LPG) to the refractive index of its surrounding medium is well-
documented3. This has been used to demonstrate refractometers for measuring the concentration of solutions or the 
curing of resins4, chemical sensors by exploiting coatings that change their refractive indices in response to an analyte 5, 
and liquid level sensors6. Here, the refractive index sensitivity of LPGs is exploited to measure the moisture content of 
soil.   
 
Two contrasting soil types were selected for the experimental investigation of the sensor. One was an agricultural soil 
from the ‘Wickham’ soil series7, being a typic stagnogley, comprising medium silty drift over clayey material passing to 
clay, and being imperfectly drained with pore spacing of <2μm. The other sample was a loamy sand horticultural organic 
soil, derived on the ‘Cottenham’ soil series7, being a typic brown sand, comprising ferruginous medium to coarse sandy 
material passing to a parent material of Lower Greensand, and being freely draining with pore spacing in range 60-
2000μm. These were selected to offer contrasting soil moisture retention and mineral pore space characteristics, as well 
as being typical of soils in anticipated application environments. This permitted the performance of the sensor to be 
assessed in a range of soil physical, textural and hydrological conditions. A Theta Probe (SM200) was used as a 
reference instrument for determining volumetric moisture content. The probe operates by measuring the electrical 
resistivity between two terminals inserted into the soil, which is related to the water content in the body of soil between 
the rods. The quoted accuracy of the device is ±3%8. Volumetric water content, or moisture content, θv, is widely used to 
quantify soil moisture2. It is expressed as a ratio of water volume to total volume (m3.m-3):   
 
θv = VolWater/VolSample      (1) 
 
                                                 
* s.w.james@cranfield.ac.uk; phone +44 (0) 1234 754623; openoptics.info 
25th International Conference on Optical Fiber Sensors, edited by Youngjoo Chung, Wei Jin,
Byoungho Lee, John Canning, Kentaro Nakamura, Libo Yuan, Proc. of SPIE Vol. 10323,
103232J · © 2017 SPIE · CCC code: 0277-786X/17/$18 · doi: 10.1117/12.2263427
Proc. of SPIE Vol. 10323  103232J-1





where VolWater is the volume of water in the soil sample, and VolSample is the total volume of dry soil, air and the 
water in the sample. It is commonly converted to a percentage for a more intuitive representation. This investigation 
tested soil to its field capacity, a term referring to the amount of soil moisture or water content held in the soil after 
excess water has drained away. 
2. MATERIALS & METHODS 
2.1 LPG Fabrication  
The LPG, of period 109 µm and length 40 mm, was fabricated in a boron-germanium, co-doped photosensitive optical 
fiber, with a cut-off wavelength of 670 nm (Fibercore PM750) by point-by-point UV irradiation using the overwrite 
method9. The period of the LPG was selected such that one of the resonance bands, centered at 850 nm was at the phase 
matching turning point (PMTP). The transmission spectrum of the optical fiber was recorded by coupling the output 
from a tungsten-halogen lamp (Ocean Optics LS-1) into the fiber, analyzing the transmitted light using a fiber-coupled 
CCD spectrometer (Ocean Optics S2000). 
 
2.2 Sensor packaging 
The packaging used in deploying the LPG has to mitigate the risks to the integrity of the fibre posed by contact with 
abrasive soil minerals, whilst maintaining optimal performance. A 3D printed structure for packaging the LPG was 
developed in order to protect the fibre from damage while also allowing soil water to flow freely around it. The 
packaging developed is shown in Figure 1. 
 
 
Figure 1: Photograph of the 3D printed fiber holder. The housing has dimensions 80 mm x 25 mm x 10 mm 
 
The LPG was clamped within the casing, designed to protect the uncoated fiber and to keep it taut to avoid the influence 
of flexing. Arches were placed over the casing to trap soil within whilst still permitting moisture to pass through. The 
design was such that, when the sensor was moved, the soil sample was restricted physically inside the casing to prevent it 
moving across the LPG, thus avoiding abrasion or torsion to act on the fiber. Free drainage is also permitted via the 
slotted underside design of the package, avoiding water accumulation. 
 
2.3 Moisture Measurements 
Moisture measurements were conducted in two different types of soil: clay and sandy loam. The soil sample in the 
experiment did not have its ‘pore space’ calculated (bulk density), as the experiment involved by design the repeated 
wetting/drying of the sample – so removing natural structure. It was viewed that this approach was pragmatic for the 
‘proof of concept’, and furthermore, two contrasting soils were selected, one having naturally large pore spaces. A future 
experiment would involve emplacing the probe in a field condition and after equilibrium and settling taking more natural 
readings. 
Alongside the LPG, a commercial water sensor, the Theta Probe (SM200), was used to measure the soil moisture content 
for comparison. As temperature affects the spectral output of the fiber 3, a thermocouple, connected to a data logger (Pico 
Logger), was used to monitor the temperature. The soil was placed in a container of dimensions 300x200x100 mm, and 
the LPG was buried to a depth of 50 mm, with the Theta probe and thermocouple placed in close proximity at the same 
depth, ensuring that the fiber and the orientation plane in which the Theta probe measured were held parallel to the 
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